LITE WIRELESS MULTI TANK WATER LEVEL CONTROLS FOR SINGLE PHASE PUMP

VERY LOW LEVEL SENSOR
GO-02 i ]

OMEGA - OMEGA %™ OMEGA %™ - OW SENSOR
TANK MONITOR TANK MONITOR TANK MONITOR FLOAT VALVE

(220624

WIRELESS WATER LEVEL CONTROLLER WIRELESS WATER LEVEL CONTROLLER WIRELESS WATER LEVEL CONTROLLER

230V = = /= = = = = =
0 = = ofm = o= o= o

FLo FLo FLo
F\/ Hi " 1 F\/ Hi =t - F\/ Hi =% - -
Lo - Lo - Lo -
0 b VLo " 0 h
COM COM =t - - COM
L & f m m = o= om = om o om o= om o om o om o om o om o om o om o om o om o om o om om o m o m o m o om o m o om o m o m o om o m om m J bk -k m m = = o= omm o om o o om o om o om o om o om om o m o om o m o om o om om om o m o m o m o om o om o m om o om om o= m JI e = = = = o om om o om o om o om o om o om om om o om o om o om o om om o oW o m o om o om o om o m o om o m om om om o m -l

[/

GO-92PW

O

OMEGA ©
PUMP CONTROLLER

PIPE LINE
--------- CONTROL WIRE

2, POWER CABLE
@ —— SCOPE OF SUPPY

MANUAL

O
REMOTE TANKS

WIRELESS WATER LEVEL CONTROLLER

> 3
3 & A WIRELESS PUMP CONTROLLER
v : PUMP
MAX 2HP WIRELESS TANK MONITOR (Max 6)
2C
R LR R R 1

NOTE
1) FLo SENSOR SHOULD BE MOUNTED VERTICALLY ) SUMP
2) FLOAT VALVE NOT REQUIRED FOR SINGLE TANK OPERATION I
3) FLOAT VALVE IF USED SHOULD BE SET TO CUT WATER SUPPLY ABOVE Hi LEVEL N Lo
4) PUMP WILL BE OPERATING BETWEEN Lo LEVEL AND Hi LEVEL L----= COM

5) IN CASE OF BORE/SUBMERSIBLE PUMPR, EXISTING STARTER SHOULD BE INCLUDED.

START TERMINAL IS PROVIDED FOR CONNECTING START CAPAITOR WHICH WILL AUTOMATICALLY DICONNECT 5 SECS AFTER STARTING. MFD BY GLOBAL POWERTRON'CS



